GRADES CHECKED
TRUCTURE NOTAT'NS CHKD |

B.M. NOTED

;

NOTE BOOK

TYPICAL HYDRANT INSTALLATION

REVISIONS
DATE | "REVISTON

3’ MIN. TO BACK OF CURB

10 € NUFACTURER'
_SSPEC TR TR AN FACTURER"S

v
E e - OR DEPTH OF BURY.
VALVE BOX = SEE PLANS AND SPECIFICATIONS

INSTALL LAYER OF FILTER FABRIC
VER DRAIN FIELD.

%,*~1* COARSE_ GRAVEL
MIN. 7 CU. FT.

VALVE BOX
STABILIZER

HYDRANT DRAIN OPENING

6" MJ FITTI NGy
PROVIDE CONCRETE BASE
AND THRUST BLOCKING
AGAINST UNDISTURBED EARTH

NOTE: CONCRETE BASE AND BLOCKING MATERIAL
SHALL NOT BLOCK NOR GBSTRUCT HYDRANT
DRAIN AS SHOWN IN AWWA MANUAL M 17

THRUST BLOCK INSTALLATIONS

REVISIONS
DATE REVISION

BRACE PLUG AGAINST UNDISTUBED EARTH

WITH PREFORMED THRUST BLOCKS.  ppAce PLUG AGAINST UNDISTUBED EARTH

WITH PREFORMED THRUST BLOCKS

&

BLUGGED CROSS

—

PLUGGED TEE

90° ELBOW

ALL BLOCKS BEAR AGAINST UNDISTURBED EARTH.
ARROWS INDICATE DIRECTION OF THRUST. ALL
BLOCKS TO BE 3000 PSI CONCRETE. ALL FITTINGS
SHOWN IN PLAN EXCEPT VERTICAL BEND. MEG-A-LUG
RETAINER GLANDS SHALL BE USED WHERE WATERMAIN
CROSSES BENEATH OTHER PIPE. RESTRAINED JDINTS

VALVE BOX INSTALLATION

REVISIONS
DATE REVISION

FOR WATER SERVICES ONLY

AND/OR HYDRANT AUXILIARY VALVES

"WATER” ON LID

TN

= S SR

N

SCREW TYPE -
ADJUSTMENTS
FOR DEPTH.

~—— YALVE BOX STABILIZER BY
VALVE BOX STABILIZERs INC.

|
& | | 3

CAST PREFORMED
PRC INCRETE BLOCK

8" CA-7

FOR 2" TO 6“ WATER SERVICE

CONTRACT NO. 62417

NOTES:

1. ECCENTRIC CONE REQUIRED
2.USE 4-0” DIAMETER
FOR WATER MAIN SIZES 4” THRU 8,
USE 5'-0” DIAMETER
FOR WATER MAIN SIZES 10” THRU 14
USE 6-0” DIAMETER (OR LARGER AS INDICATED ON THE DRAWINGS)
FOR WATER MAIN SIZES 16" OR GREATER.

FINISHED GRADE ~\

PRECAST CONC. et
ADJUSTING RING
8” MAX.

FRAME AND COVER

I L
~— WATERTIGHT
|_g JOINTS

| —GATE VALVE

MANHOLE STEPS
@ 8" CTO C |

/
I

L
C

PRECAST
CONCRETE
MANHOLE

SECTIONS —'\

FLEXIBLE
PIPE CONNECTOR

WATER MAIN

60" MIN. COVER’

| — EXIST. WATER
MAIN

oy

|~ CONCRETE

MIN.|
o
I

i \QL
CONCRETE SUPPORT
PRECAST CONC.OR

6” MIN. CAST-IN-PLACE

CONC. BOTTOM BEDDING MATEBIAL

1-INCH CORPORATION STOP
ON EACH SIDE OF VALVE-TYP.

£
e SECTION

TOTAL

COUNTY Py T

338 |(113 & 114)

R-5 wiLL  (52& 251

STA.

10 STA.

FER. §0AD DIST, NO.

[ weos | FAP 338 (L RTE. 59)

| ~—TAPPING SLEEVE

THRUST BLOCK

PRESSURE CONNECTION WATER VALVE VAULT DETAIL

NO.

VERTICAL BEND ARE REQUIRED ELSEWHERE.
PLAINFIELD WATER STANDARDS 3020 |PLAINFIELD WATER STANDARDS 3040 |PLAINFIELD WATER STANDARDS 3050
VALVE VAULT FOR WATERMAIN VALVES VALVE VAULT FRAME AND COVER (T ORI T
8" AND LARGER [ FEVISIOE

FINISH GRADE

6” MIN.

ONCRETE. ADJUSTING RING(S)
MIN. 4% REQUIRED
2 TOTAL ALLDWED-

VARIABLE

VARIABLE

SEE PLANS FOR

™STEPS @ 16" 0.C.
i—OPERATING NUT SHALL

BE ACCESSI
THROUGH FRAME.

3 \ §

MIN. 4° DIAMETER —t

DEPTH OF COVER

6 “ CA—-T BEDDING

CURP. COCK W/ THREADED ADAPTOR
0 RECIEVE STANDARD PRESSURE
GAUGE- L.OCATE DOWN HILL SIDE

ROVIDE 1/2“ PRE-FORMED JOINT
FILLER BETWEEN PIPE AND
PEDESTAL.

3500 PS1 CONCRETE POURED IN
gbgﬁ% OR PRECAST, ON 6“ SAND

.

NOTE: " ”
VALVE VAULT DIA. SHALL BE 48 FDR B” AND
SMALLER VALVES AND 60” FOR 10"

LARGER VALVES.

PLAINFIELD WATER STANDARDS 3060

1.

2.

PLAINFIELD WATER STANDARDS

}

)

251"

THE FRAME AND LID SHALL BE EJIW 1051 FRAME OR NEENAH
R-1712 FRAME WITH HEAVY DUTY GASKETED. SELF SEALING.
CLOSED LID WITH CONCEALED PICKHOLES AND WATER CAST ON THE LID.

THE FRAME AND LID SHALL BE SET ON A MASTIC BED WITH
ALL GAPS TUCKPOINTED.

#% ALL DIMENSIONS ARE FOR THE NEENAH MODELS.
EJIW DIMENSIONS MAY VARY.

3070

SERVICE
SADDLE

VARIABLE
(ONE PIECE OF PIPE)

REMOVE EXIST. SERVICE
FROM CURB STOP &

EXISTING
WATER MAIN

NEW SERVICE PIPE

(SIZE TO MATCH EXIST.) SERVICE, PROVIDE

CORPORATION WHERE METER PIT
_SECTION _ T 10
CURB STOP IN METER

SERVICE CORP, CURB | SERVICE PIT.
PIPE STOP STOP BOX
1* 1™ 1? 2w
1k 13X 1% 1k PR
2 1" X 2 2 2%

EXISTING WATER SERVICE

RECONNECTION DETAIL
NO SCALE

NO SCALE

CONNECT TO EXISTING

ADAPTORS AS REQUIRED,

o
\\\\\\\ ",
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"LICENSE EXPIRES

PEY

WATER MAIN REPLACEMENT

DETAILS - WATER

- ILLINOIS ROUTE 59




